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Curie - Point - Pyrolyser

PyromatPyromat
The Curie - Point - Pyrolysis is a well established method 
for the fast analysis of complex non-volatile chemical 
compounds. No sample preparation is required and even 
very small amounts of sample (µg) are sufficient for the 
analysis.
The PYROMAT System is well know as providing exact 
and reproducible data over a wide temperature range. 
Due to the increasing demand for shorter analysis times, 
higher throughput and cost reduction a truly innovative 
Autosampler (24 sample positions) is available.
The PYROMAT System, can easily be installed or 
removed from any commercially available GC or GC/MS 
instrument in just a few minutes in order to maintain the 
flexibility between pyrolysis and liquid injection.

  We do offer optimised complete Pyrolysis GC or 
  GC/MS Solutions. Ask for

Highly reproducible pyrolysis temperature
Rapid heating in milliseconds
Wide temperature range by means of 
ferromagnetic sample carriers (wires, tubes) 
from 160 to 1040 degree centigrade
Easy fitting to most GC-Systems
Microprocessor control
Avoidance of condensation residues by use of two 
transfer heaters (temperature control range from 
30 to 300 degree centigrade)
Universal adapter for direct connection to the 
capillary column

Features

Polymers and co-Polymers
Lacquers, Paints and Pigments
Analysis of Additives, Adhesives,
Rubber materials (e.g. Tyres)
Paper, Textiles etc.
Enviromental Analytics (soil samples)
Analysis of biological / geological samples
Forensic Analysis

Applications

Pyro Pyrochrom or mass - Packages

Autosampler Controller Single shot unit
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